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22 Mey 1962

MEMORANDUM FOR: Chief, Tecimieal Flams & Development Siteff
TEROUGH: Acting Chisf, Techricel Development Insneh
BUBRJECT Design Modifisstions for Fofel 4% Multirotion Twvin

Tore Light Tables

1. On e visit tol |plmnt, on 16 Mey 1962, the
wdersigeed participe & design conference to finelize the
specifications for the subjact light tsble, Pwelve of these tables
wvere approved for procurement st a cost of |s:t the Tecimiotl
Development Cammittee meeting of 26 April iCE3,

2. In discussions with desipgn engioeers, it lecame sy~

perent that a more versatil: iselrusent could be fabriested at litile

additionnl cost without sserificing any of the desiredle featwres
incorporated in the corigimml propogel. In eédition, the APRL f£il-
reel brackets snd the |sepmenied nylon rollers; now beling
rocuwred for exlsting light tsbles, are superior to the design pro-
posed

3. It, therefore, appears to be in the hest interest of tke

| gwenment to incorporste the deslign changes tsbulated in peragrs i

in the contract before it is temderad to the vendor. This will,
undoubtedly, result in e reduction in price for eech inctrment
since the superior /PEL breckets end llers can be
furnished end Instelled by the govermment st comsideratly less
cost than [  |eould procurc or design like-guelity hersware.

Lo Statement of work Lo be periormed by vendor.

8. Design an fubrlcste n light table sultsule for
mounting the follow vernment furnished eguipmont:
A stendard stend (cet. §# 31-26-9%5, without
base), 360V rotatable amm (cat. § 31-26-%) apd Zoom power
pod (cat. § 53-70-02, Model 2), APEL £ilm reel brackets
and nted nylon rollers,

. Provide s sllde betwesn the teble anf the
stand to allow the microscope (o be quielkly positionad over
the viewing area of the light box.

¢. Provide a tronsverse feed serav and slide to rove
the Light box in relation to th: microszope & mintoum or 17

Declass Review by NGA.
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sach side of the tsble centerline,

d., Provide s rotations]l movement of the whele light tahie
on 1ts Bege sy tiltin: mechaniam o rdnimwm of 0% {n eech dirve-
tion fyes the nominel position,

e. Provide s tilting mecheniam with integrel braking
safety devies to ellow tilting the light teble axd nicrosecye
through & minisur renge of 0° to 5% of inelimmtion toward
operator.

£f. Provide s light table with mt least 3) m & side
of lighted surface but mo more them L1i" om & aide. The
viewing suwfacs of the tabls is to be glass with sn opsles-
cent plastis diffuser imsedistely bemesth the glass suriece,

8. 'The design gosl for table lighting should be suf-
rietant to view trsnsparescles with 2.0 demsity ctsfortably
threngh & standard Zoom xicroseope pol st 60X magnifiostion.
Switehas or volitege regulstion devices sre to be provided fur
st Isest & lovels of flluminetion over the emtire viewing mr-
fase sud at loest 2 levels in esach of the four quedrents of
the vieving surfsce.

h. Frovide mounting arrengemestts and necessary herdwire
to mount goverment furnished necessory equipment, listed 1t
peragreph 5(a) on the light tadile et tie customer's faellity,

1. Hetght of the tebls snd over-ell dimsusions of thw
tese are t0 %@ held to & nmindmm comensurate With gsood ene
gineering deaign mnd yroper belsnce in all possible positicrs
expectad in an operetione) enviromment.

3.  Emgloeering sné fabrieation cosis sre %o be proral el
over 12 uits.

Comtyect shoulé stete that the unlt price shell b
or less, tskipng inte coasideration the redustion in
complaxity of the instruwent vithout £ilr reel breckets and

5. Gme set of APEL treckets emd two mets of | |mylan
rolisrs sre to be shipped to vendar about 10 Jume 1962, for Fittins
on the prototype Instrument. Tex mete of ANEL brsckeis st
I&w&n@mmﬁmmcmuﬁl
Petachmant | has Ditosted no sdditiomel APEL
brackets are required for the two tebles consimed to Army.

mc/msfm;mmﬁ

Approved For Release 2005/02/17 : CIA-RDP78B04770A001500010010-5

25X1

25X1
25X1

25X1



Approved For Release 2005/02/17 : CIA-RDP78B04770A001500010010-5

25X1 MODEL 45 DUAL-PATH STEREO VIEWER

25X1 | P\’lodel 45 Dual-Path Stereo Viewer is a compact, desk top viewing instrument for

examination of aerial, missile instrumentation and research photography. It is available in /
two versions. The large version (#1) will accommodate two paths of 70-mm or 5-inch film, -
or a single path of 9-inch film. The small version (#2) will accommodate twin paths of
70-mm or a single path of 5-inch film. Both versions include: cross-slide adjustment for

stereo microscopic viewing; rotation of viewing plane through +90° ; tilting of viewing plane

20° forward regardless of rotation of plane; and built-in film tension.

<] VERSION #1

VERSION #2 Y7

AXI3 OF ROTATION
FOR LMHT BOX
8 MICROSCOPE MOUNT

MOUNT FOR
CUSTONER'S MICROSCOPE

SEGMENTED
AIDE AOLL

=3 MOVEABLE BPOOL ARMS.
FOR VARIOUS WIDTH FILM

PLATE witH
MICROSCOPE NfuwT
& LT Mox tuTs ur

TRAVERSE SCREW

ROTATION FOINT

Tr eiver

<
SPECIFICATIONS

DIMENSIONS Version #1 — 16 x 14 x 17 inches

Version #2 -— 12 x 10 x 17 inches
WEIGHT Version #1 — 35 pounds

Yersion #2 — 25 pounds
VIEWING AREA Version #1 — 10 x 10 inches

Version #2 — 74 x 74 inches

25X1 FILM CAPACITY Version #1 — up to 1000 feet

Version #2 — 100 feet
LIGHT SOURCE Multiple fluorescent tubes, variable intensity




